
SLAB STAND CONDENSER BRACKET

Raises condenser up to 131/2" above  
a flat surface. Each leg is independently  
adjustable up to a 6° slope. 
Footings mountable  
to surface.
 
 
 
 
 
 
 
 
 
Finish:
Galvanized Steel

Min/Max mounting width: 
153/4" - 395/8" 

Min/Max mounting depth: 
113/4" - 17"

Max weight capacity: 
440 lbs

87746 (PCNG63)                      SLAB STAND                       32                    
               

  MODEL                                                               DESCRIPTION                                 WT LBS.                      

  87743 (CNG)                               SLAB STAND                       11                      
          

SLAB STAND CONDENSER BRACKET
  
 
Raises condenser up to 121/4"

above a flat surface. Each leg 
is independently adjustable 
for uneven surfaces. Includes
Anti-vibration mounts and  
anti-slip rubber feet and | 

Finish: 
Powdercoated Steel 

Min/Max mounting width: 
113/4"  - 271/2"

Min/Max mounting depth: 

61/4"  - 131/4"Max weight capacity: 
176 lbs

  MODEL                                                                DESCRIPTION                                  WT LBS.                     

4" -121/4" 

15"

313/4" 

111/2"-131/2" 

22"

50" 
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Anti-vibration mounts 
▼

◄ Anti-slip rubber feet

Anti-vibration mounts 
▼


